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Design, dimensions and materials

Design: David Lewis Designers
Materials: 

Satellite speakers:
Aluminium with fabric covers
Subwoofer:

Composite with fabric cover
Dimensions:
Satellite speakers:
Diameter 15.8 cm, depth 6.0 cm
Subwoofer:

Diameter 29.3cm, height 51.1 cm
Weight: 

Satellite speakers:
0.8 kg
Subwoofer:

10.5 kg
Colours: 
Satellite speakers:
Aluminium cabinet, white rear cover, fabric covers in choice of white, black, blue, red, silver or dark grey
Subwoofer:
White cabinet with fabric cover for bass port in choice of white, black, blue, red, silver or dark grey
Concept, components and specs

An all-in-one surround sound speaker system that combines outstanding design and 
Bang & Olufsen acoustic performance. With its flexible placement options, big-sound-in-small-volume engineering and refined looks, this is a surround speaker system for people who want the experience of thrilling surround sound without the bulky, hard to place speakers.
Visual identity: The satellite speakers are compact, circular dots built around a discreet anodised aluminium frame. The aluminium frame subtly reflects surrounding colours to create the illusion that the satellite speakers are even smaller than their actual size. The rear covers of the satellites are white aluminium, while the fabric fronts can easily be replaced with other colours to further enhance the visual integration into home décors.

The subwoofer’s cabinet provides volume for commanding bass performance, while its sculpturally tapered cylindrical form, topped with the same fabric cover as the satellites, establishes a coherent design that can stand on its own or easily be placed out of the way due to its slender build and small footprint. 
Active speakers with separate amplifiers: In order to produce premium sound in very compact enclosures, each speaker driver is powered by its own dedicated amplifier with individual equalization. All amplifiers and equalizers, for six individual speakers (one subwoofer and up to five satellite speakers), are located in the subwoofer unit. 

Satellite speaker specs:
· Construction: closed cabinet

· 2.5” treble/midrange driver

· Amplifiers for each speaker:  5 x 140 watts 
· Thermal protection

· Connections: 1 x speaker

Subwoofer specs:

· Construction: ported with a downward-facing driver protected by a grill
· 8” bass driver

· Amplifier: 1 x 280 watts. Room adaptation (for optimal sound when the subwoofer is placed in a corner, against a wall, or freestanding)

· Adaptive Bass Linearisation (ABL) A Bang & Olufsen technology that has been specifically customised to get exceptional sound performance from even very compact speakers, while also preventing sudden bursts in the music from damaging the speakers. ABL automatically responds to extreme peaks by reducing bass throughput, ensuring unrivalled Bang & Olufsen performance throughout. In this surround speaker the ABL technology is extended to include the satellite units.
· Thermal protection

· Line sense on/off

· Connections: 5 x speakers; 3 x Power Link incl. 6 x line by Power Link; 1 x A/V multi-connector

· Digital Signal Processor:  ADSP-21478KSWZ-1A 200MHz

Effective frequency range the entire system: 26Hz to 20,000 Hz (-10dB).
Placement options
The satellite speakers can be placed in four different ways for maximum decoration freedom and optimal sound performance. Heights indicated for floor and table stands include mounted speakers. 
· Wall bracket: H15.8 cm x Ø7 cm

· Floor stand: H 75 cm x Ø 18 cm

· Table stand: Ø footprint 12.3 cm, Ø with satellite unit 15.8 cm H 30 cm
· Ceiling bracket: Ø footprint 10.1 x Ø with satellite unit 15.8 cm x H 30 cm 
BeoLab 14 is delivered with wall brackets for the satellites as standard. Floor stands, table stands and ceiling brackets are ordered separately.

The subwoofer can be placed practically anywhere in the room – in a corner, behind a sofa or table, or standing freely. A room adaptation switch on the bottom of the subwoofer optimises bass performance depending on the unit’s location in the room. 

Connectivity

Connects easily to Bang & Olufsen and other TVs BeoLab 14 is ready to connect to any 
Bang & Olufsen TV. Once connected to a Bang & Olufsen TV, an on-screen guide helps you easily calibrate the surround speakers to the room for optimal surround performance. 

BeoLab 14 can also be connected to any non-Bang & Olufsen TV or AV receiver via line-in cables.
BeoLab 14 is available in two versions: a four-satellite set designed for Bang & Olufsen TVs where the with quality centre speakers sits in the TV, and a five-satellite set designed for non-Bang & Olufsen TVs to ensure optimal centre channel performance.



